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ALGOMA GRADE WELD WOOD 

. . . the finest in decorative hardwood plywood 


Rosewood paneling in the executive 
reception lounge of Commercial Credit 
Corporation, Baltimore, Maryland. 
Architects, Harrison and Abramovitz; 
interiors by J. H. Leroy Chambers, 
A.I.D. of H. Chambers Co., Baltimore. 
Installation by Knipp & Co. 






Wherever architects and building contractors must 
provide “individual” interiors for any building, whether 
it be residential, institutional, or commercial, they 
specify the unequalled, ageless, natural beauty of 
Algoma Grade Weldwood. This, generally accepted as 
the finest hardwood paneling, ensures maximum service 
with minimum maintenance. 

Algoma craftsmen—whose skill with wood has become 
almost legendary—are encouraged to freely select those 
veneers they prefer for the paneling they manufacture in 
Weldwood's modern plant at Algoma, Wisconsin. Thus, 
the finest paneling available anywhere is available from 
the ‘stock' of Weldwood distributing units which are 
conveniently located in all large trading areas of United 
States and in Canada. 

GUARANTEE 

All Weldwood plywood for interior use is guaranteed 
for the life of the building in which it is installed. The 
label is your guarantee that the paneling is Algoma 
Grade Weldwood to satisfy your specification. 

SPECIES 

The list of desirable woods always available from 
Weldwood stock includes Birch, Korina®, Maple, Amer¬ 
ican Elm, Walnut, Oak, Cherry, Benge, Honduras 
Mahogany and African Mahogany. For unusual or spe¬ 
cial cases, other fine domestic and exotic species may be 
ordered special. 

SIZES, THICKNESSES, CONSTRUCTIONS 
Widths: 24”, 30”, 36”, 48”. Lengths: 48”, 60”, 72”, 84”, 
96” and up to 144”. Thicknesses: with veneer core— y % n , 
W'> W') with lumber core or with Novoply core 

— %"• Counterfront construction: 120” and 144” X 28”, 
36”, 42”, 48”. Core stock: For cabinetmakers' veneering, 


Poplar and Basswood core stocks are available. Fire- 
resistant panels: Available on specification. Short-length 
panels: Architects designing around shorter lengths (less 
than 96” long) offer their clients substantial economies 
with same high quality. 

PREFINISHED PANELS 

Algoma Grade Weldwood paneling may be specified: 
(1) lacquer finished; (2) custom finished to architect's 
specifications (including special design and insignia); 
(3) with the remarkably transparent Evergrain® satin 
or gloss surfacing. 

For other beautiful Weldwood Prefinished and Un¬ 
finished Hardwoods, produced in Weldwood's Southern 
and Western Plants, see pages 4 and 5. 

RECOMMENDED SPECIFICATION 
for ALGOMA GRADE WELDWOOD PLYWOOD 

Short Form Specification: Weldwood Plywoods shall be Algoma Grade as 
manufactured by United States Plywood Corporation. 

Long Form Specification: Plywood shall be Algoma Grade, stock panels, as 
manufactured by United States Plywood Corporation. Faces shall be of one or 
more pieces of veneer matched for color and grain at the joints to produce 
continuity of character and balanced design. Faces shall be free of open 
joints, face depressions, glue stains, or other manufacturing defects. Faces 
shall be selected for figure, selected for color, or unselected for color, as 
specified, but shall not contain ruptured grain, doze or shake and shall 
otherwise equal or exceed the quality requirements of the best grade of that 
species listed by U. S. Department of Commerce Commercial Standards 
CS 35-49 or latest revision thereof. 

Backs on G1S plywood shall be a species and thickness to balance face 
veneers and shall be CS 35-49 grade 4 or better. 

Plywood shall be sanded both sides and fine belt sanded on the face. 

Inner plies shall be sound, with tight joints and thickness required to pro¬ 
duce balanced construction in overall thickness as specified. 

Glue bond shall be Urea Formaldehyde hot press method unless otherwise 
specified. 

Plywood thickness shall be as specified with tolerance of plus 0" or minus 
1/32" and trimmed to specified sizes plus or minus 1/32". 
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English Brown Oak Algoma Weldwood 
Paneled walls in the Conference Room, 
Administration Building of the Robert 
Moses Power Dam built by the Power 
Authority of the State of New York near 
Massena, N. Y. Installation by Freeman- 
Carder; Engineering by Uhl Hall, and Rich; 
Consulting Architect, John B. Peterkin. 



ARCHITECTURAL GRADE WELDWOOD 


• . . for installations demanding the highest architectural standards 





There is no better. The only limiting factors are 
the highest possible woodworking skills and the avail¬ 
ability of the most carefully maintained, most modern 
equipment. Made with exquisitely matched veneers ex¬ 
pressly selected for the installations from veneer flitch 
samples, Architectural Grade Weldwood reflects cen¬ 
turies of development of the woodworking art. 

Architectural Grade Weldwood is available custom- 
made to the specific architectural requirements of the 
installation, or in thickness from stock in Figured 
African Mahogany, Figured Honduras Mahogany, Bra¬ 
zilian Rosewood, Korina, Figured Walnut, Oak, Cherry, 
Teak, and a multitude of others of the world’s finest 
species. 

For custom-design paneling, the complete veneer in¬ 
ventory of United States Plywood Corporation, and of 
the other fine veneer cutters, is available for your exami¬ 


nation and selection. A flitch room of representative 
samples of veneer is maintained at the Weldwood Build¬ 
ing in New York for your convenience, by Weldwood 
Architectural Service Representatives whose assistance 
is always available. 

Architectural Grade Weldwood can be obtained on 
fire-resistant wood cores or mineral cores. 

Weldwood Doors to match Architectural Grade Weld¬ 
wood are also furnished on order. 

STOCK SIZES, THICKNESSES, CONSTRUCTION 

“Stock” panels are furnished in matched sets made 
from a single veneer flitch. Depending on the length of 
the veneer flitch, stock 48” wide panels are available 
72”, 84”, 96”, 120”, 144” and 192” long, and as counter¬ 
fronts 144” wide x 28”, 36”, 42” and 48” long. 


RECOMMENDED SPECIFICATION for ARCHITECTURAL GRADE WELDWOOD PLYWOOD 


Short Form Specification: Plywood shall be Weldwood Plywood, Archi¬ 
tectural Grade, sequence matched, as manufactured by United States Ply¬ 
wood Corporation. 

Long Form Specification: Plywood shall be Weldwood Plywood, Archi¬ 
tectural Grade as manufactured by United States Plywood Corporation. Un¬ 
less otherwise specified, plywood shall be 5-ply lumber core construction 
with an overall thickness of 3 / 4 inches; tolerance: 0" over or 1/32" under. 
Plywood shall be glued with waterproof phenol formaldehyde resin glue and 
processed by the hot plate method. 

Face veneer shall be from flitches specially selected and approved for 
architectural adaptation, with respect to cutting lengths, uniformity of color, 
figure, grain character, or other special requirements. 

Faces shall be of one or more pieces of veneer matched for color and grain 
at the joint to produce balance and continuity of character. Faces shall be 
selected for figure, selected for color, or unselected for color, as specified, 
but mineral streaks and discolorations, wormholes, ruptured grain, loose 


texture, doze or shake shall not be admitted. Pieced veneers shall be parallel 
clipped, jointed by tapeless splicer and edge glued. In matching sliced or 
sawn veneers, unless otherwise specified, pieces shall be bookmatched and of 
corresponding width on each side of the center joint or adjacent panels. Face 
veneers shall not contain open joints, face depression, glue stain or other 
manufacturing irregularities. Back veneers on G1S plywood shall be of species 
to properly balance face. 

Panels shall be sanded both sides, and fine belt sanded on the face side 
to provide suitable surface for finishing. 

Cores shall be Novoply, veneer or lumber. Lumber core to consist of Bass¬ 
wood or Poplar strips not to exceed 3%" in width and edge glued under 
pressure with urea resin glue high frequency cured. 

Crossbands shall be 1/16" thick of either Basswood or Poplar unless other¬ 
wise specified. Crossbands shall be sound veneer of random widths with 
edges jointed and glued. 

Panels shall be trimmed in width and length to the specified measurement 
plus or minus 1/32 of an inch unless otherwise specified. 
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Nutmeg Samara V-Plank, a Weldwood Prefinished Paneling, makes an excellent 
wall material for any room in the house. Here it forms the walls of a family room. 


WELDWOOD PREFINISHED HARDWOOD PANELING 

with the one finish that lets the full beauty of the wood show through 



No ordinary finish—you can "feel the difference” of the 
carefully controlled, genuine lacquer finishing by Weld¬ 
wood. And it resists household chemicals, food, alco¬ 
hol, water, hand smudges and temperature extremes. 


Prefinishing with genuine lacquer is an art, a craft, 
at the Weldwood factory. Its perfection, the direct result 
of dedicated craftsmen painstakingly exploring and 
developing every plausible suggestion to its greatest 
potential, has produced the famous, fabulous Weldwood 
Prefinished Panel—the criterion of the industry—you 


can see ana leel the diflerence. It is the panel with the 


most uniform and durable surface—the one factory 
finish that takes impact, abrasion, drastic temperature 
and moisture changes, and accidental abuse in residen¬ 
tial, office, commercial and institutional installations. It 
is easily wiped clean with a damp, clean cloth or with a 
mild soap (Ivory) water solution. An infrequent waxing 
is generally all the care needed. The panels arrive at the 
job all ready for installation, with no time required for 
sanding, staining, or touching-up. Groups of 6 closely 


V 


4 





















5b 

Un 


matched panels are packaged with instructions for in¬ 
stallation and with colored Weldwood Putty Stik for fill¬ 
ing and concealing nail holes. 

SPECIES 

A full line of domestic and exotic woods is available, 
including Samara, Korina, Mahogany, Oak, Birch, 
Cherry, Nakora, and Walnut. 

PREFINISHED V-PLANK® WELDWOOD 

V-Plank paneling is random-width, ceiling-height, 
planked plywood. Its shallow v-grooves emphasize the 
tone and figure of the species. Installs quickly. Bevels 
provide matching v-grooves between butted panels. 

Custom-grade V-plank, manufactured from selected flitches, 
available on order. 

Prefinished “Colonial” V-Plank Weldwood features vertical 
v-grooves of V-Plank with the added effect of occasional 
horizontal “plank end” grooves and real veneer “pegs”. 

SPECIES: Honey Korina, Tawny Korina, Philippine 
Mahogany, Cherry, Nakora, Birch, Charter Birch, Oak, 
Charter Oak, Charter Walnut, Walnut, Color-Styled 
Samara and Samara. (Also available unfinished.) 

PANEL SIZES: \i" x 48" x 96", 120". 

PLANKWELD® 

Weldwood Plankweld is genuine hardwood wall panel¬ 
ing—pre-cut, prefinished and packaged—designed for 
quick, economical installation over any interior wall. 
Excellent for remodeling work. Tongue and grooved 
panels are beveled to form a continuous ‘plank* wall. No 
visible nailing . . . installation is with simple metal clips. 

Made of 3-ply 34 " Weldwood plywood in: Birch, Tawny 
Korina, Philippine Mahogany, Oak, and Walnut. Each 
panel is 1634" wide and 8' in length (some woods in 10' 
lengths). Cartons of 6 panels have complete installation 
data and metal fastening clips. 

SURFWOOD® 

The textured, natural beauty of decorator Surfwood 
(see page 6) is developed to an even greater degree by 
Weldwood factory finishing which protects the wood 
against dirt and grime. Waxing keeps the panels like 
new for years. Decorator-colored Surfwood is further 
described on page 6, “Textured Woods”. 


In the George Washington Motel, King of Prussia, Pennsylvania, Provincial or 
Candlelight Samara V-Plank was used for all guest room walls. Architects: 
Haag and D’Entremont. 



WELDWOOD ACCESSORIES 

for perfect paneling installation 

Instructions for installing Weldwood Prefinished 
Paneling are included in each package of panels. 
Also available on request. 

WELDWOOD TRIM AND MOLDINGS 

WELDWOOD PREFINISHED HARDWOOD TRIM 

8 hardwood trim shapes, precision milled to every 
basic shape you'll need to complete wall areas. Available 
factory lacquer-finished in 11 tones that faithfully match 
all species of Weldwood Prefinished Paneling. 

WELDWOOD HARDWOOD TRIM 

In your choice of fine hardwoods to match Weldwood 
paneling, all ready for finishing Weldwood Hardwood 
Trim shapes can be painted, stained or finished natural. 
Use Weldwood Trim Stain to match Weldwood Pre¬ 
finished Paneling. 

WELDWOOD MOLDINGS® 

Weldwood Moldings: genuine hardwood faced alumi¬ 
num to match the faces of most popular types of Weld¬ 
wood. With these moldings, Weldwood paneling can 
be speedily and economically installed — over 50% of 
face nailing is eliminated. Furnished in 8' strips for in¬ 
side corners, outside corners, caps and dividers for Va u 
and 3 A" plywood. 

WELDWOOD FINISHING MATERIALS 

FIRZITE® (Clear and white) 

Assures smooth, even finishes on fir plywood and other 
softwoods. Produces beautiful blond and pickled effects 
on all woods. Makes an excellent stain when tinted with 
colors-in-oil. 

SATINLAC® 

Clear wood finish that brings out the natural beauty 
of all woods. Seals, primes, finishes. Avoids 'built-up' 
look yet protects thoroughly—resists water, grease and 
alcohol. Brushes easily—has little odor. 

SATINLAC® LIGHTENER 

Base coat for extra light finish. Prevents wood’s darken¬ 
ing by subsequent finish coats. 

WELDWOOD® TRIM STAIN 

For trim, moldings, and doors. In colors compatible 
with Weldwood Prefinished Panels. 

WELDWOOD PUTTY STIK® 

In 18 wood colors. For filling and concealing nail holes, 
minor dents and imperfections, and poor mitre joints in 
paneling, trim and woodwork. 

WELDWOOD FLEXIBLE WOOD-TRIM^™) 

Easy-to-use rolls of real wood veneers in useful widths. 
In various species for edging plywood and lumber and 
for creating decorative effects. 

WELDWOOD WAXES 

Provide durable, protective finish on paneling, wood¬ 
work, furniture, floors (wood, vinyl, cork, linoleum), etc. 

Weldwood Paste Wax —For water-resistant, satin- 
lustre protective finish. 

Weldwood Liquid Paste Wax — Easily used cleaner/ 
wax for durable high lustre finish. 

WELDWOOD EXTERIOR STAIN 

Seals, primes, and finishes for enhancing and preserv¬ 
ing all exterior plywood and lumber. Built-in sunlight 
“screen". Available in the following appropriate outdoor 
colorings: Redwood, Driftwood Grey, Cascade Green, 
Sierra Brown. 

WELDWOOD WOOD PRESERVATIVE 

Toxic water-repellent sealer. Prevents rot, decay, 
mildew, fungi stains. Retards warping, checking, swelling. 
Kills termites, carpenter ants, etc. 
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WELDWOOD TEXTURED PLYWOOD 



SEA SWIRL® 

Weld wood Sea Swirl is a low-cost dec¬ 
orative plywood panel with an authentic 
rustic texture that is recommended for wall 
paneling and for constructing built-ins, 
cabinets, book-cases, etc. By a special proc¬ 
ess, the soft growth of the face wood has 
been removed to accent the pleasing swirls 
and contours of the Douglas Fir. There are 
no knots, burls, wood growths on the face. 

Finishes beautifully—natural or in many 
rich colors. Also, for duotone shading, dry 
pigment can be worked into the face. 

Available 5/16" and thick, in stand¬ 
ard size panels. 


SURFWOOD® 

Weld wood Surf wood is a deep-relief tex¬ 
tured paneling quite similar to Sea Swirl, 
with sound and open knots for more rugged- 
looking interiors. Of white fir plywood, 
Surfwood is priced right for all low-budget 
building or remodeling jobs. Available, 
5/16" and %" thick, in panels and squares. 

PREFINISHED SURFWOOD 

Decorator-colored in Havana Green, 
Fawn, Frosted Ebony, and Silver Grey, 
Weldwood Prefinished Surfwood’s deep re¬ 
lief and natural growth characteristics are 
styled to suit any room. Especially effec¬ 
tive for whole walls or accent area in 
‘carefree’ rooms. The satin-smooth beauty 
needs practically no care. 



WELDWOOD STRIATED PLYWOOD 


WELDTEX®.. . the original, low-cost, 
patented striated plywood paneling 

Creates entirely different moods for walls 
and ceilings in homes and offices, for ex¬ 
terior siding, for displays, furniture and 
countless other uses. Deep parallel, ran¬ 
dom-width grooves (striations) are cut full 
length on the panel. The unusual highlights 
and shadows conceal butt joints and nail 
holes. No grain raise or checking. 

Panels Interior Grade: 5/16" thick; Doug¬ 


las Fir, Philippine Mahogany. 

Exterior Grade: %" thick; Douglas Fir. 

Squares Interior Grade: 5/16" thick; 
Douglas Fir, Philippine Mahogany. 
11 12", 15%" f 16", 24" squares for 

“checkered” walls and ceilings. 

WELDTEX SIDING 

Quickly installed, Douglas Fir: %" x 
48" x 15 %" in bundles of 22 panels. Ex¬ 
terior Grade. FHA-approved. Takes any 
finish. 


SPECIAL PURPOSE WELDWOOD PANELS 



WELDWOOD NOVOPLY® 

. . . the flattest wood product available 

Gleaming mosaic “textured” decorative 
surface needs no finishing. Its combination 
of easy machining and fastening and out¬ 
standing stability makes Novoply the ideal 
material for paneling, partitions, doors 
(sliding, bifold, cabinet), cabinets, built- 
ins, furniture, displays, store fixtures, and 
many other uses. As a core, Novoply needs 
no cross banding; requires less glue to hold 
wood veneers and plastic laminates 
securely. 

Novoply is made of resin-impregnated 
Pine flakes and chips. It is stocked in a 
wide variety of panel thicknesses and sizes, 
and can be ordered as cut-to-size panels 
and as machined shapes. 

Filled Novoply should be specified where 
a perfect paint finish is to be applied. 


WELDWOOD OLD CRAFTSMAN PINE 

Pine throughout, Weldwood Old Crafts¬ 
man Pine is a fine quality, low-priced ply¬ 
wood suitable for paneling, built-ins, cabi¬ 
net work and furniture in all types of 
buildings, in all types of rooms. Whether 
for residences, offices, stores, or institutions, 
Old Craftsman Pine will prove its quality. 
It is very easy to work cleanly with hand 
or power tools—requires practically no 
sanding or other surface preparation before 
natural, paint, stain or enamel finishes are 
applied. Practically free from grain-raise 
and checking, Old Craftsman Pine takes 
finishes uniformly and holds them longer. 

34" to 1-3/16" thick panels of interior 
grade Old Craftsman Pine are available 
36" and 48" wide in 72", 84", 96" and 120" 
lengths to save waste in the shop and on 
the job. 
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Flexwood—a thin veneer of real wood that is cloth-backed-goes on any wall curved 
or straight. Brazilian Rosewood Flexwood is shown here in the City Ticket Office 
Continental Airlines, Chicago. Designers: Charles Butler & Associates. 



Weldwood Walnut Movable Partitions with matching Weldwood 
Stay-Strate doors in the offices of Union Oil Company, Los Angeles. 
Architects: Pereira & Luckman, Los Angeles. 
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OTHER WELDWOOD PRODUCTS 
FOR ARCHITECTURAL USE 


WELDWOOD DOORS 

The desirability of the selected wood veneers and 
satisfactory results of quality-controlled, precision manu¬ 
facture are indicated by the increasingly large number 
of Weldwood Doors that architects are specifying, in 
factory finishing of their choice. 

Weldwood Fire Door —Fire protection plus beautiful 
} hardwood faces . . . carries the UL-label for Class “B” 
and “C” openings (interior) in hospitals, hotels, schools, 
institutions, office and apartment buildings, residences. 
Guaranteed for the life of the installation. Lighter in 
weight than other types of fireproof doors. Original cost 
is moderate and maintenance is only an occasional waxing. 
The incombustible core is the extremely strong, light in 
weight, mineral, Weldrok®. It will not warp or shrink. 
Weldwood “Stay-Strate”® Door— For interior and exterior 
use in hospitals, hotels, schools, institutions, office and 
apartment buildings, residences. Guaranteed for the life 
of the installation. Combines the natural beauty of hard¬ 
wood face veneers with Weldrok mineral core. 

Weldwood Staved Lumber Core Door— All-purpose interior/ 
exterior doors. The highest quality door of its type, 
especially suitable with superior Algoma-Made Weldwood 
paneling. Guaranteed for life against delamination and 
24 months against defect. 

Hollow Core Door— Proven most satisfactory in a wide 
variety of interior and exterior uses. 

Weldwood Custom Royal Door— Combines durable, decora¬ 
tive Micarta® faces with your choice of Weldwood door 
constructions. For restaurants, hotels, cafes, hospitals, 
schools, churches. Guaranteed for two years. Shows 
virtually no signs of wear ... wipes clean with a damp rag. 


Institutional Doors— For all public buildings, where doors 
must withstand frequent, severe opening actions. Guar¬ 
anteed as set forth in the Standard Warranty of the 
National Woodwork Manufacturers Association. 
Weldwood Duraply Paint Grade Exterior Doors —With 
pain table CreZon® overlay on “Stay-Strate” or Staved 
Lumber Core constructions. 

Weldwood Acoustical Doors— Economical doors with good 
db loss ratings, for predictable sound control between 
rooms and areas in all buildings. 

SPECIAL PURPOSE DOORS 

Novoply® Doors— Novoply doors will not warp, swell or 
shrink. Trouble-free, space-saving, sliding and folding 
doors of Novoply come in complete package units. 

Metal-Clad Doors X-Ray Doors 

WELDWOOD MOVABLE PARTITIONS 

Weldwood Movable Partitions permit complete utiliza¬ 
tion of available floor space ... allow re-layout as often as 
space needs change. Office, hospital and general areas 
can enjoy the beauty of hardwood, plastic laminate, or 
fabric-covered paneling plus the flexibility and economy 
of partition walls. The exclusive key-interlock system 
provides quick, easy erection and rapid dismantling. 

WELDWOOD MOLDED PEW SEATS 

A standard molded plywood shape is available for 
fabrication into pew seats for churches, courtrooms, and 
rail, air and bus terminals. 

WELDWOOD GLASWELD® • WELDWOOD ADHESIVES 
WELDWOOD CHALKBOARD • FLEXWOOD® 
WELDWOOD HARDBOARD • KALISTRON® 
ARMORPLY® • WESTINGHOUSE MICARTA® 
















WELDWQOD PLYWOOD AND ALLIED PRODUCTS 


DOUGLAS FIR WELDWOOD® 

... an excellent general utility panel that permits important 
construction economies 

Douglas Fir Weldwood is an engineered, quality mate¬ 
rial-fabricated in types, grades and sizes to meet a 
variety of building requirements. All phases of manu¬ 
facture are united in a controlled, self-integrated 
Weldwood operation, based on years of plywood manu¬ 
facturing experience. 

EXCLUSIVE WELDWOOD FEATURE: 

Most interior grade Douglas Fir Weldwood is now 
made with L-1R mold-resistant resin adhesive—a new 
adhesive which gives positive protection against mold 
(which has been one of the major causes of delami¬ 
nation). Interior Douglas Fir made with this adhesive can 
be safely stored outdoors on blocks for as long as 6 
months without cover or one year under tarpaulin—an 
important feature for sheathing, subflooring and other 
structural materials. For concrete form work, interior 
Douglas Fir made with L-1R adhesive has provided as 
many as 15 reuses. 

VARIOUS GRADES 

The Weldwood line is complete—and always available 
from stock. The full variety of thicknesses, widths, and 
lengths assures the economy of purchasing exactly what 
is required for the job. 

Interior Grades—for everything from sheathing to 


furniture; most with exclusive Weldwood L-1R mold- 
resistant glue line. 

Exterior Grades—waterproof, for outdoor and marine 
applications—in all face grades from sound-both-sides 
to unsanded and in all possible ply constructions. 

Custom Fabricated Plywood—cut-to-size, and specially 
machined Douglas Fir Weldwood parts to match your 
prints—including boring, shaping, etc., ready for your 
assembly. 

WELDWOOD DURAPLY® 

Cellulose fiber phenolic resin medium density overlay 
on fir plywood—a low cost, paintable, weather-resistant 
panel for exterior siding, utility paneling, garage doors, 
boat construction and highway signs. Also for any 
interior use where a finer, longer lasting finish is desired 
than can be economically realized on plywood. Available 
from United States Plywood Corporation warehouses 
in a full range of thicknesses and panel sizes; can be 
ordered as machined parts or cut-to-size pieces. 

WELDWOOD PERMAPLY® 

High density overlaid fir plywood. Colored. Perfect 
for all exterior, interior, and marine uses that need no 
paint. Excellent for signs and billboards. Available in all 
thicknesses and panel sizes as well as machined or cut- 
to-size parts. 


WELDWOOD TEXTURE ONE-ELEVEN 


Deep parallel grooves are cut into the face of this 
100% waterproof exterior fir plywood construction to 
provide a decoratively textured weather-proof siding 
that can be finished as desired. Texture 1-11, originally 
designed for siding, soffits, porch ceilings, carports, 


WELDWOOD REUSABLE 

Weldwood Concrete Form panels are available for pro¬ 
ducing smooth and textured concrete. They provide the 
most possible re-uses with least possible cost. They per¬ 
mit dependable, strong, light-in-weight forms that are 
easy to handle and easy to strip and clean for reuse. 
Available with waterproof or mold-resistant glue lines. 

FOR TEXTURED CONCRETE 

Weldwood Formtex®—Deep grooved, wide, smooth 
striations that are easy to strip clean to avoid patchwork 
and hand finishing of the concrete. (2 designs available.) 


breeze ways, etc., of private residences, has found re¬ 
markable success for commercial structures—motels, 
restaurants, stores, roadside cafes, etc.—as well. Avail¬ 
able %" and y % " thick in 16", 32", 48" width and 96", 
108", 120" lengths. 


CONCRETE FORM PANELS 

Weldwood Surf-Form'®—Abraded to provide concrete 
with an authentic wood-grain texture in deep relief. 

FOR SMOOTH CONCRETE 

Weldwood Permaply®, Concrete Form Grade —The 
smoothest possible panel—needs no face oiling. Assures 
most possible re-uses for economical, rapid concrete 
pouring. 

Weldwood Plyform—Smooth faced—L-1R or Exterior 
glue line. Low cost re-usable form panel. 


All Weldwood products are manufactured and distributed by 

UNITED STATES PLYWOOD CORPORATION 

Weldwood Building 55 West 44th Street New York 36, N. Y. 

W.Mwood ^ in Canada: WELDWOOD PLYWOOD LTD. 
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